40 mm TYPE 7F2 ASPHALT TOP
COURSE ITEM # 403198202 M

SAWCUT (TYP)
100 mm WIDE LIQUID ASPHALT
SEAL-OVER JOINT (TYP.

EXISTING ASPHALT
OR CONCRETE PAVEMENT
(DEPTH VARIES)
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380 mm
LOCK COAT ALL 50 mm TYPE 3 ASPHALT BINDER
EXISTING ASPHALT
SURFACES CFULL DEPTH) ITEM # 403138902 M
! SEE NOTE #2
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EXISTING UTILITY

NOTES:
1. CONTRACTOR SHALL USE INDUSTRIAL VACUUM SYSTEM WITH WATER JET TO EXPOSE
AND LOCATE UTILITY.

2. CONTRACTOR SHALL BACKFILL WITH CONTROLLED DENSITY FILL (FLOWABLE FILL> IN
ACCORDANCE WITH NYSDOT STANDARD SPECIFICATION 204.01 M CONTROLLED LOW STRENGTH

MATERIAL TO WITHIN 90 mm OF THE SURFACE, THEN FINISH WITH 350 mm TYPE 3 ASPHAL
BINDER AND 40 mm TYPE 7 ASPHALT TOP,

UTILITY WINDOW
NOT TO SCALE
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